() DSG-CANUSA CPA 300 e 3:1

retardant . .
A SHACOR CompanY Thin Wall Adhesive-Lined Crosslinked Polyolefin Dual Wall Shrink Ratio CPA 300
[ [
Dimensions
EXPANDED RECOVERED DELIVERY UNITS

INTERNAL DIAMETER (MIN) INTERNAL DIAMETER (MAX) WALL THICKNESS (NOM) WALL THICKNESS ADHESIVE (NOM) Lengths

D D W w 1.22m
P A mm IN mm mm m pes.
32 1/8 10 1,00 0,50 25
18 36 15 1,00 0,50 2%
64 1/4 20 1,00 0,50 2
79 5/6 25 130 0,70 2
Adhesive-lined heat shrink tubing 95 38 32 1,50 0,70 2
ideal for applications where both 127 U2 4l 180 0.80 2
_ 191 3/ 75 1,80 0,80 2%
excephonal HCI me reta rdo ncy cmd 25,4* 1 8,1 2,50 1,00 25
environmental sealing capabilities g 11/ 106 250 1,00 2
09 11/ 13,0 2,50 1,00 2

are requi red * These sizes are not UL listed, Rolled commodifies on request

A ML @R

Features
[ ]
Technical Data
Physical Electrical
® Flame retardant
Py Superior seali ng aga inst water, Property Test Method | Typical Performance Property Test Method | Typical Performance
Tensile Strength ASTM:D 638 12,4 MPa Dielectric Strength ASTM:D 2671 22 kV/mm
moisture or other contaminants Elongation ASTID 638 450% Volume Resistivity ASTAD 876 10 Qxm
Longitudinal Change ASTM:D 2671 1% 10 -5% mox.
® Meets MIL - DTL - 23053/4 Specic Gravity MLDTL23053/4  |1,22 /e
Heat Resistant Prgperﬂes no crgckin?, flowing or
Class 3 (168 hrs af 175°C) MIL-DTL-23053 /4 dripping of outer wall .
Heuht Shock Ho cmckinfg, flowing”or C hem ica |
. . 4 hrs ot 250°C MIL-DTL-23053 /4 ippil i
® Continuous Operating ( — ) / e
Flammability ASTM:D 2671 flame retardant o
Property Test Metho Typical Performance
Temperature: -55°C to 125°C &
Corrosive Action MILDTL-23053 /4 non-corrosive
® Shrink Tem perature: 120°C Copper Compatibilty MILDTL-23053 /4 non-orrosive
Chemical Resistance good to excellent
Water Absorption ASTM-D 570 0,20%
Standard Colours Special Colours Printability Hot stamp Ink jet Offset
block | white** red** [ On Request good good good

** white and red products are not UL listed

Ordering: Specify the product name plus each of the following options: 1) Size 2) Colour 3) Total Quantity + Delivery Unit 4) Printing Options
For example: CPA 300, 1/4", black, 244 mtr, 1,22 mir.-lengths, unprinted
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